








CENTRAL REPRODUCTION DEPARTMENTS
Paper-intensive businesses with dedicated
reproduction departments are under constant
pressure to meet deadlines while maintaining
optimal image quality. Volumes are unpredictable
and media requirements are as varied as the job
types. High-volume imageRUNNER 5075/5065/5055
solutions deliver the paper supply, folding, and
finishing versatility demanded by production
environments.

Three-Hole Punching and Tab Inserts

C-Folding

IMAGE OF A LEADER
Canon continues to lead the way with next-generation solutions
that address the expanding needs of high-volume environ-
ments, with new benchmarks for performance and reliability.
Talk to your authorized imageRUNNER sales specialist to learn
more about how Canon technology can make your documents
look more professional.

EDUCATION
Learning institutions of all kinds generate millions of pages
each semester for course syllabi, classroom learning aids and
handouts, exams, and administrative needs. High-volume
Canon imageRUNNER 5075/5065/5055 systems support students
and faculty alike with the ability to handle multiple media types
to create powerful learning tools, fast document scanning for
article reprints, and massive memories with simple-to-use
publishing software to easily update course packs for each new
semester and print desired quantities on demand.



As an ENERGY STAR® Partner, Canon U.S.A., Inc. has determined that these products meet the ENERGY STAR guidelines for energy
efficiency. ENERGY STAR and the ENERGY STAR mark are registered U.S. marks. Windows and Windows NT are registered trademarks
of Microsoft Corporation in the United States and/or other countries. Adobe and PostScript are registered trademarks of Adobe
Systems Incorporated in the United States and/or other countries. Macintosh is a registered trademark of Apple Computer, Inc. Intel
and Celeron are registered trademarks of Intel Corporation. eCopy is a trademark of eCopy, Inc. Novell and NetWare are registered
trademarks of Novell, Inc. in the United States and other countries. IPX/SPX is a trademark of Novell, Inc. Solaris and Sun are
trademarks or registered trademarks of Sun Microsystems, Inc. in the United States and other countries. CANON, IMAGERUNNER,
and MEAP are registered trademarks of Canon Inc. in the United States and may also be registered trademarks or trademarks in
other countries. IMAGEWARE is a registered trademark of Canon U.S.A., Inc. in the United States and is a trademark of Canon Inc. in
certain other countries. IMAGEANYWARE is a trademark of Canon. All referenced product names and other marks are trademarks of
their respective owners.
Some products shown with optional accessories and equipment.
Specifications and availability subject to change without notice.
©2007 Canon U.S.A., Inc. All rights reserved.

1-800-OK-CANON
www.usa.canon.com

Canon U.S.A., Inc.
One Canon Plaza
Lake Success, NY 11042

0114W228
0907R-5075/65/55-55M-LGK

printed on recycled
paper in the u.s.a.

MAIN UNIT
Type: Monochrome Digital Multifunction

Imaging System
Imaging System: Laser Dry Electrostatic Transfer
Developing System: Dry Mono Component Toner Projection
Fixing System: Induction Heating Fusing System
Acceptable Originals: Sheets, books, and 3-Dimensional

objects up to 4.4 lb.
Max. Original Size/
Max. Copy Size: 11" x 17" / 11" x 17"
Min. Copy Size: 3-7/8" x 5-7/8" (via Stack Bypass)
Memory: Standard 1GB RAM + 40GB HDD (Shared)
Max. Copy Reservation: 20 Jobs
Max. Mail Boxes Supported: 100 User Inboxes, 1 Memory RX Inbox,

50 Confidential Fax Inboxes
Scan Resolution: 600 x 600 dpi
Copy Resolution: 1200 x 600 dpi (Interpolated)
Engine Resolution: 1200 x 1200 dpi
Halftone: 256 Gradations of Gray
Exposure Control: Automatic or Manual (9 Levels)
Copy/Print Speeds: Up to 75/65/55 ppm (Letter)
First-Copy Time

5075: 3.1 Seconds from Platen Glass
5065/5055: 3.3 Seconds from Platen Glass

Warm-Up Time: 30 Seconds or less from
Main Power Off or Sleep Mode

Multiple Copies: 1 to 9,999
Paper Supply

Standard: Dual Paper Drawers
(1,500 Sheets Each)
Dual 550-Sheet Paper Cassettes
(550 Sheets Each)
50-Sheet Stack Bypass

Optional: 3,500-Sheet Paper Deck
Maximum Paper Supply: 7,650 Sheets

Acceptable Paper Sizes
Upper Drawers: Letter
Lower Cassettes: 11" x 17", Legal, Letter, Letter-R,

Statement-R, Executive
Stack Bypass: 11" x 17", Legal, Letter, Letter-R,

Statement-R, Executive,
Free Size (3-7/8" x 5-7/8" to
11-5/8" x 17")

Acceptable Paper Weight: 17 lb. Bond to 110 lb. Index
(From All Sources)

Duplexing: Standard Automatic Trayless Duplexing
Magnification

Standard Mode: 100%
Zoom Mode: Platen: 25% - 400%

(In 1% Increments)
Feeder:25%-200%
(In 1% Increments)

Interface Connections: 10/100Base-TX (RJ-45),
Hi-Speed USB 2.0

Dimensions (H x W x D): 47-1/2" x 25-3/8" x 29-1/8"
(1,207mm x 643mm x 743mm)

Weight: 474 lb. (215 kg)
Power Requirements: 120V AC, 60Hz, 20A
Power Consumption: 1.92kW (Max.)
Plug: NEMA 5-20P
Toner (Estimated Yield): 48,000 Impressions

@ 6% Image Coverage
Drum (Estimated Yield): 3,000,000 Impressions

Single-Pass Duplex Scan Document Feeder
Acceptable Originals: Statement to 11" x 17"
Acceptable Weights

One-Sided Scanning: 11 lb. to 32 lb. Bond
Two-Sided Scanning: 13 lb. to 32 lb. Bond

Paper Capacity: 100 Sheets (20 lb. Bond)
Original Scanning Speed: Up to 100 ipm

(Letter @ 300 dpi, Two-Sided)
Up to 77 ipm
(Letter @ 300 dpi, One-Sided)

Optional Accessories
Paper Deck-AD1/AE1
Acceptable Paper Size: Letter/11" x 17", Legal, Letter, Letter-R
Paper Capacity: 3,500 Sheets (20 lb. Bond)
Acceptable Paper Weight: 17 lb. Bond to 110 lb. Index

Finisher-AD1/Saddle Finisher-AD2
Number of Trays: 3 Trays
Acceptable Paper Sizes: 11" x 17", Legal, Letter, Letter-R,

Statement, Statement-R, Executive,
Free Size (3-7/8" x 5-7/8" to 11-7/8" x 17")

Acceptable Paper Weight: 17 lb. Bond to 140 lb. Index
Tray Capacities

(No Collating Mode): Up to 4,000 Sheets (Letter)
Staple Mode (Trays B & C)

Tray B, Tray C: 1,300 Sheets/100 Sets
[or 7-3/8" (188.4mm) in Height]
(Letter, Executive)
650 Sheets/50 Sets
[or 3-3/4" (96mm) in Height]
(11" x 17", Legal, Letter-R)

Paper Sizes: 11" x 17", Legal, Letter, Letter-R,
Executive

Staple Positions: Any Corner Staple
Double Staple in Right or
Left Margin
Saddle Stitch (Center Staple)*

Stapling Capacity: 50 Sheets (Letter, Executive)
30 Sheets (11" x 17", Legal,
Letter-R)

Saddle-Stitching*
Acceptable Paper Sizes: 11" x 17", Legal, Letter-R
Saddle-Stitch Capacity: 15 Sheets (60-Page Booklets)

Attachable Accessories: Document Insertion Unit-E1
Document Insertion/
Folding Unit-F1
Puncher Unit-AT1

Document Insertion Unit-E1
(Option for Finisher-AD1/Saddle Finisher-AD2)
Number of Trays: 1
Insertion Tray Capacity: 100 Sheets
Acceptable Paper Weight: 17 lb. Bond to 140 lb. Index
Acceptable Paper Sizes: 11" x 17", Legal, Letter, Letter-R,

Executive

Document Insertion/Folding Unit-F1
(Option for Finisher-AD1/Saddle Finisher-AD2)
Number of Trays: 1
Insertion Tray Capacity: 100 Sheets
Acceptable Paper Weight

(Insertion): 17 lb. Bond to 140 lb. Index
Acceptable Paper Sizes:

(Insertion): 11" x 17", Legal, Letter, Letter-R,
Executive

Acceptable Paper Weight
(Folding): 17 lb. – 28 lb. Bond

Acceptable Paper Sizes
(C-Fold): Letter-R

Acceptable Paper Sizes
(Z-Fold): 11" x 17", Legal, Letter-R

Folding Method: Roller Pressure Folding
C-Fold Output Tray Capacity: 40 Sheets

Puncher Unit-AT1
(Option for Finisher-AD1/Saddle Finisher-AD2)
Acceptable Paper Sizes: 11" x 17", Legal, Letter, Letter-R
Acceptable Paper Weight: 17 lb. Bond to 110 lb. Index
Punch Method: Sequential Processing System

(1 Sheet at a time)
Punch Type: 2 Holes: (Legal, Letter-R)

3 Holes: (11" x 17", Letter)

Footnotes:
* Available with Saddle Finisher-AD2 only.

** Requires UFR II/PCL/PS Printer Kit-R2.
*** Requires UFR II/PCL/PS Printer Kit-R2 for printing

Web pages and PDF files.
† Requires Universal Send Kit-K1.

†† Requires Expansion Bus Board-D2.
o Check for availability.

Other Optional Accessories
• UFR II/PCL/PS Printer Kit-R2
• Encrypted Secured Print Software-C1**
• Barcode Printing Kit-A1**
• Web Access Software-F1***
• imagePASS-S2
• Hot Folders & Virtual Printers

for imagePASS-S2
• Impose for imagePASS-S2
• Universal Send Kit-F1
• Digital User Signature PDF Kit-A1†

• Universal Send Searchable
PDF Kit-A1†

• Universal Send PDF Security
Feature Set-A1†ll

• Workflow Composer-B2
• Secure Watermark-A1
• Super G3 Fax Board-Z2
• HDD Data Encryption Kit-B2
• Wireless Network Interface

Adapter NB-W1††,o

• HDD Data Erase Kit-A1
• Access Management System Kit-A1
• Expansion Bus Board-D2
• Remote Operator’s Software Kit-A2
• Voice Guidance Kit-B1††

• Cassette-AB1 (Replacement)
• Tab Feeding Attachment-B1
• Copy Tray-L1
• Card Reader-C1
• Card Reader Attachment-C2
• Braille Label Kit-A1
• ADF Access Handle-A1
• Stamp Unit-B1
• Stamp Unit Cartridge-C1
• Staple Cartridge-J1
• Staple Cartridge-D2
• eCopy Suite
• imageWARE™ Suite
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